
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
An FIA accredited anti-slip paint for 
motorsport applications 
 
Range of Uses:  
Quick-drying high performance acrylate 

coating for safety signalisations on 

racetracks, with particular reference to 

the signalling of access points, 

protection barriers, walls, guardrails. 

 

Theorical Spreading Rate:  
2-4 m2 / L with thickness of 80-100 
microns 
 
Methods of Application:  
By spray, brush and roll (to dilute with 

water at 10-15%)  
Airless (Nozzle size 0.018-0.023 

inches, pressure 120-160 kg/cm) 
 
Drying Time:  
ca. 30 minutes (20°C, 60% rel. air 

humidity) In part, considerable 

deviations during cooler weather, with 

cold ground, bad ventilation or higher 

coating thicknesses. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Thinner:   
Water 
 
Eventual hardened spots of paint can be 

removed with NitroThinner. 
 
Storage:  
Cool, dry and frost-free. Opened 

packaging closes well. 
 
VOC Value:  
This agent is not subject to any 

volatile organic compound (VOC) 

category. 

 

 

 

 

 

Available for purchase exclusively 

from Greenplant Limited. Contact us 

to discuss your requirements: 

 

antislip@greenford.ltd.uk 

+44 (0)1865 876000 
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